P.M. – PLUMBING GROUP


1. WATERLESS URINALS 
3-WEEK

1.1. INSTALL BLUE SEAL. (175 URINALS)





2. SAFETY EYEWASH/SHOWER MAINTENANCE
MONTHLY

2.1. DISCONNECT ANY ALARMS BEFORE TESTING.


2.2. CHECK ALL MOUNTING FOR LOOSE OR MISSING HARDWARE.


2.3. CHECK OPERATION OF SPRAY VALVE, HARDWARE VALVES, AND PLUMBING.


2.4. CHECK DRAIN, REMOVE DEBRIS.


2.5. CHECK SHOWER HEAD FOR AMPLE FLOW.


2.6. RE-ACTIVATE ALARMS (IF APPLICABLE).


2.7. DATE AND SIGN INPECTION TAG.





3. BLDG. 277 WATER FILTER REPLACEMENT
MONTHLY

3.1. B277 HAS TWO BANKS (12 EA.).  ALTERNATE FILTER BANK. 


3.2. CHANGE FILTER EACH MONTH. 





4. PUMP CLARIFIER (GREASE TRAP) IN BLDGS. 167 AND 303
10-WEEK

4.1. PUMP OUT AND DISPOSE GREASE/SLUDGE CLARIFIER PER JPL/EAO AND STATE REGULATIONS.





5. WATER FILTER REPLACEMENT (BLDG. 18, 67, 82, 83, 111, 144, 158, 179, 197, 249, 300)
SEMI-ANNUAL

5.1. REPLACE WATER FILTER(S). (CUNO FILTERS).





6. GAS METER INSPECTION
ANNUAL

6.1. CHECK ALL JOINTS & FITTINGS FOR LEAKS AND CORROSION - REPAIR AS NECESSARY.


6.2. CHECK SEISMIC SHUT-OFF FOR PROPER OPERATION.


6.3. CHECK GAS PRESSURE BY PSI OR INCHES OF WATER COLUMN FOR OPERATION & ADJUSTMENT.


6.4. ENSURE ALL MANUAL VALVES ARE SAFE & IN PROPER WORKING ORDER.





7. BLOW-DOWN LAB AIR SYSTEM
QUARTERLY

7.1. BLOW CONDENSATION (WATER) FROM AIR SYSTEM PIPING.





8. SEWER CLEANING FOR BLDGS. 301, 303, AND 306
QUARTERLY

8.1. RUN SNAKE THROUGH ALL MAIN SEWER DRAINS.


8.2. FLUSH ALL MAIN SEWERS WITH WATER.





9. SEWER CLEANING – BLDG. 169/TRAILER AREA
QUARTERLY

9.1. OPEN AND CLEAN SEWER WITH SEWER MACHINE.


9.2. RUN WATER DOWN SEWER WITH 1-1/2" HOSE.





10. WATERLESS URINALS
QUARTERLY

10.1. REPLACE CARTRIDGE AND CHECK DRAIN. (175 URINALS)


10.2. INSTALL BLUE SEAL. (175 URINALS)





11. DILUTION CHAMBERS (BLDG. 170) 
QUARTERLY

11.1. INSPECT FOR SLUDGE & OVERFLOW CONDITION. 


11.2. NOTE: IF SLUDGE APPEARS TO BE EXCESSIVE, NOTIFY THE PLUMBING GROUP LEADER IMMEDIATELY.  





12. PLUG VALVES 
ANNUAL

12.1. LUBE VALVE AND ACTUATE. 





13. BACKFLOW TESTING (ALL SIZES)
ANNUAL

13.1. PERFORM L.A. COUNTY MANDATED TESTS AND RECORD RESULTS.





14. DOMESTIC WATER HEATERS
ANNUAL

14.1. OPEN DRAIN COCK AND FLUSH @5 GALLONS FROM BOTTOM OF WATER HEATER.


14.2. CHECK PILOT FLAME QUALITY, AS APPROPRIATE. 


14.3. CHECK AND OPERATE TEMPERATURE CONTROLS.  SET BACK TO NORMAL RANGE TO ENSURE WATER AT 122(F AT POINT OF USE.


14.4. CHECK FOR LEAKS. 


14.5. CHECK FLUE FOR PROPER DRAFTING. 


14.6. CHECK ELECTRICAL ELEMENTS AND CONNECTIONS, AS APPROPRIATE.
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