P.M. – CRANE GROUP


1. HOIST MAINTENANCE
ANNUAL

1.1. LUBRICATE BEARINGS - DO NOT OVER GREASE.


1.2. PROVE LOAD, AS PER REQUIREMENT OF HOIST STENCIL DATE OF TESTING AND TITLE 8, SUBCHAPTER 7, GROUP 13 OF STATE OF CALIFORNIA CODE. 


1.3. CHECK UNIT FOR LOOSE BOLTS & RIVETS. CHECK FOR WORN DRUMS OR SHEAVES.


1.4. CHECK CABLE/CHAIN FOR WEAR OR DAMAGE.


1.5. CAREFULLY LUBE PIVOTS, ANCHORS, AND CLEVIS.


1.6. CHECK BLOCK HOOK & SAFETY LATCH FOR CRACKS, BROKEN OR MISSING HARDWARE.


1.7. CONDUCT ANNUAL INSPECTION PER TITLE 8, SUBCHAPTER 7, GROUP 13 OF STATE OF CALIFORNIA CODE.





2. CRANE TESTING AND INSPECTION
QUADRENNIAL

2.1. PROOF TEST, INSPECT, CERTIFY PER TITLE 8, SUBCHAPTER 7, GROUP 13 OF STATE OF CALIFORNIA CODE.


3.   CRANE AND HOIST MAINTENANCE
MONTHLY

(LUBRICATE MACHINE ELEMENTS AND ACCESSORIES ACCORDING TO MANUFACTURER’S SPECIFICATIONS.) 


3.1 INSPECT ALL EQUIPMENT OIL/LUBE RESERVOIR LEVELS; ADD OIL/LUBE AS REQUIRED; REPORT ANY EXCESSIVE LEAKAGE.


3.2 VISUALLY INSPECT CABLES, SHEAVES, AND DRUMS FOR WEAR, PROPER CONDITION, AND LUBRICATION.


3.3 INSPECT LOAD BLOCK AND HOOK FOR DISTORTION AND EXCESSIVE WEAR.


3.4 INSPECT HOISTS AND TROLLEY FRAMES, CATWALKS,
AND HANDRAILS FOR LOOSE BOLTS, BROKEN PARTS, MISALIGNMENT AND BROKEN WELDS.


3.5 INSPECT SAFETY EQUIPMENT AND ACCESSORIES (e.g. LIMIT SWITCHES) FOR PROPER OPERATIONS, AND ADJUST AS NECESSARY.


3.6 INSPECT MOTORS, COUPLINGS AND EXTERNAL WIRING FOR WEAR AND DETERIORATION.


3.7 INSPECT ACCESSORY EQUIPMENT FOR GENERAL CONDITION AND REPAIR.


3.8 INSPECT END STOPS, RAIL SWEEPS, DROP LUGS, AND SHOCK ABSORBING BUMPERS FOR GENERAL CONDITION.


3.9 VISUALLY INSPECT CONTROL FUNCTIONS ON VARIABLE AND/ OR SINGLE SPEED CRANES (e.g., PUSH BUTTONS AND CONTACTORS) FOR SMOOTHNESS OF TRAVEL.


3.10 INSPECT FOR OIL LEAKS AND MECHANICAL IRREGULARITIES NOT PREVIOUSLY REPORTED.


3.11 VERIFY FINAL UPPER LIMIT SWITCH.





4     CRANE AND HOIST MAINTENANCE
QUARTERLY

4.1 INSPECT MOTOR BRAKES AND ADJUST AS REQUIRED. 

         OPERATIONAL TEST ALL BRAKES FOR POSSIBLE NEED OF REPLACEMENT OF BRAKE LININGS, BRAKE SHOES, DISCS.


        4.2   OPEN CONTROL BOXES AND CHECK ALL CONTACTS   FOR WEAR AND ADJUSTMENT.    


4.3 INSPECT COLLECTOR SHOES, BRUSHES OR WHEELS FOR ARCING AND/OR WEAR.







5.     CRANE AND HOIST MAINTENANCE
ANNUAL

5.1 SAMPLE AND TEST ALL GEAR OILS FOR CONTAMINANTS AND OCCLUSIONS.




5.2 MAGNA-FLUX ALL HOOKS, HANGER RODS AND LOAD LIFTING DEVICES.


5.3 PERFORM RATED LOAD TEST AT 100% OF LOAD.


5.4 PERFORM OPERATIONAL TEST PER TITLE 8, SUBCHAPTER 7, GROUP 13 OF STATE OF CALIFORNIA CODE.
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