P.M. – ELEVATOR GROUP


1. HYDRAULIC ELEVATOR TASKS


1.1. MACHINE ROOM CLEANING.
MONTHLY

1.2. VISUAL OPERATION AND INSPECTION.


1.3. CHECK DOOR OPERATORS FOR CLOSING FORCE UNDER 30 LBS.


1.4. CHECK DOOR OPERATORS FOR CLOSING SPEED UNDER 1 FOOT/SEC.


1.5. CHECK SAFETY EDGES TO INSURE THAT SWITCH ACTIVATES BEFORE 1/3 OF THE SAFETY EDGE TRAVEL.


1.6. CHECK ALL PUSH BUTTONS AND ASSOCIATED LIGHTING.


1.7. CHECK ALL POSITION INDICATOR LIGHTING.


1.8. CHECK EMERGENCY TELEPHONE.


1.9. CHECK IN-CAR EMERGENCY LIGHTING.


1.10. CHECK ALL FLOOR LEVELING FOR ACCURACY AND CONSISTENCY OF LEVELING IN BOTH DIRECTIONS.


1.11. CHECK FIRE EMERGENCY RECALL BY LOBBY SENSORS AND RECALL KEY SWITCH.


1.12. CHECK FIREMAN'S IN-CAR CONTROL FOR PROPER OPERATION.





1.13. TIGHTEN ALL CONTROLLER CONNECTIONS.
 ANNUAL

1.14. CLEAN HOISTWAY OF ALL DUST GREASE.


1.15. REPLACE CARPET/FLOORING MATERIAL.


1.16. RESERVED.





1.17. CHECK ALL OIL LEVELS ON MACHINE AND GENERATOR.
QUARTERLY

1.18. CHECK ALL CONTACTS FOR WEAR AND BURNING.


1.19. BLOW OUT CONTROLLERS AND CHECK RELAYS FOR OPERATION.


1.20. CHECK DOOR HANGER ROLLERS.


1.21. CHECK DOOR HANGAR KICK-UP ROLLERS.


1.22. CHECK DOOR RELATING CABLE FOR PROPER TENSION, BROKEN WIRES AND DOOR RELATION.


1.23. CHECK INTERLOCKS FOR PROPER CONTACT WIPE.


1.24. CHECK DOOR OPERATOR LINKAGE FOR WORN BEARINGS AND PIVOT POINTS.


1.25. PITS SHALL BE MAINTAINED IN A CLEAN AND DRY CONDITION.


1.26. CHECK TIMING OF DOOR OPEN/CLOSE, DOOR HOLD OPEN (BOTH CAR AND HALL CALL) AND FLOOR TO FLOOR.


1.27. CHECK CAR NUDGING FOR PROPER OPERATION.


1.28. CHECK GROUP OPERATION FOR PROPER CAR SPACING, CAR FAILURE TRANSFER, LOAD WEIGHING, BY-PASS AND DISPATCHING.


1.29. CHECK FOR PROPER SEQUENCING AND PROPER OPERATION UNDER EMERGENCY POWER CONDITIONS.





1.30. CHECK RELAY SHUNTS.  REPLACE BRITTLE AND BROKEN SHUNTS.
SEMI-ANNUAL

1.31. CLEAN AND LUBRICATE ALL HOISTWAY DOOR HANGAR TRACKS.


1.32. CHECK CONDITION AND NUMBER OF DOOR GIBS PER PANEL.


1.33. CHECK TRAVELING CABLES FOR BREAKS AND ABRASION.


1.34. CHECK HOIST/GOVERNOR ROPES FOR WIRE BREAKS. NOTE ADJACENT WIRE BREAKS IN SAME STRAND.





1.35. HYDRO TEST, RELIEF VALVE TEST, AND STATIC LOAD TEST.
TRIENNIALLY 




2. TRACTION ELEVATOR TASKS


2.1. MACHINE ROOM CLEANING.
MONTHLY

2.2. CHECK FOR MACHINE VIBRATION AND NOISE.


2.3. CHECK COMMUTATORS FOR SURFACE GLAZE.


2.4. CHECK BRUSHES FOR PROPER LENGTH AND GLAZE.


2.5. CHECK LEVELING INDEXING DEVICES FOR PROPER MOVEMENT IN BOTH THE RUNNING/LEVELING MODE.


2.6. CHECK DOOR OPERATORS FOR CLOSING FORCE UNDER 30 LBS.


2.7. CHECK DOOR OPERATORS FOR CLOSING SPEED UNDER 1 FOOT/SEC.


2.8. CHECK SAFETY EDGES TO INSURE THAT SWITCH ACTIVATES BEFORE 1/3 OF THE SAFETY EDGE TRAVEL.


2.9. CHECK ALL PUSH BUTTONS AND ASSOCIATED LIGHTING.


2.10. CHECK ALL POSITION INDICATOR LIGHTING.


2.11. CHECK EMERGENCY TELEPHONE.


2.12. CHECK IN-CAR EMERGENCY LIGHTING.


2.13. CHECK ALL FLOOR LEVELING FOR ACCURACY AND CONSISTENCY OF LEVELING IN BOTH DIRECTIONS.


2.14. CHECK FIRE EMERGENCY RECALL BY LOBBY SENSORS AND RECALL KEY SWITCH.


2.15. CHECK FIREMAN'S IN-CAR CONTROL FOR PROPER OPERATION.





2.16. CHECK ALL OIL LEVELS ON MACHINE AND GENERATOR.
QUARTERLY

2.17. CLEAN BRAKE SOLENOIDS AND PINS.


2.18. CHECK ALL CONTACTS FOR WEAR AND BURNING.


2.19. BLOW OUT CONTROLLERS AND CHECK RELAYS FOR OPERATION.


2.20. CHECK ALL SELECTOR BEARINGS, GUIDE MEMBERS, CHAINS AND SPROCKETS.


2.21. CHECK SELECTOR CARRIAGES FOR PROPER CONTACT MOVEMENT AND ALIGNMENT.


2.22. TIGHTEN ALL SELECTOR ELECTRICAL CONNECTIONS.


2.23. CHECK ALL SELECTOR TAPES AND WIRE DRIVES FOR BREAKS.


2.24. LUBRICATE ALL GOVERNOR PINS, PIVOT POINTS AND MAKE FREE.


2.25. CHECK DOOR HANGAR ROLLERS.


2.26. CHECK DOOR HANGAR KICK-UP ROLLERS.


2.27. CHECK DOOR RELATING CABLE FOR PROPER TENSION, BROKEN WIRES, AND DOOR RELATION.


2.28. CHECK INTERLOCKS FOR PROPER CONTACT WIPE.


2.29. CHECK DOOR OPERATOR LINKAGE FOR WORN BEARINGS AND PIVOT POINTS.


2.30. PITS SHALL BE MAINTAINED IN A CLEAN AND DRY CONDITION.


2.31. CHECK OIL LEVEL IN BUFFERS.


2.32. CHECK BUFFER SWITCHES FOR PROPER OPERATION.


2.33. CHECK TIMING OF DOOR OPEN, DOOR CLOSE, DOOR HOLD OPEN (BOTH CAR AND HALL CALL) AND FLOOR TO FLOOR (BRAKE TO BRAKE).


2.34. CHECK CAR NUDGING FOR PROPER OPERATION.


2.35. CHECK GROUP OPERATION FOR PROPER SPACING, CAR FAILURE TRANSFER, LOAD WEIGHING BY-PASS AND DISPATCHING.


2.36. CHECK SEISMIC SWITCHES AND COUNTERWEIGHT DERAILMENT SWITCHES FOR PROPER OPERATION.


2.37. CHECK FOR PROPER SEQUENCING AND PROPER OPERATION UNDER EMERGENCY POWER CONDITIONS.





2.38. ADJUST BRAKE SHOES TO DRUM.
SEMI-ANNUAL

2.39. CHECK RELAY SHUNTS, REPLACE BRITTLE AND BROKEN SHUNTS.


2.40. CLEAN AND LUBRICATE ALL HOISTWAY DOOR HANGAR TRACKS.


2.41. CHECK CONDITION AND NUMBER OF DOOR GIBS PER PANEL.


2.42. CHECK TRAVELING CABLES FOR BREAKS AND ABRASION.


2.43. CHECK HOIST/GOVERNOR ROPES FOR WIRE BREAKS. NOTE ADJACENT WIRE BREAKS IN SAME STRAND.





2.44. CHECK MACHINE BEARINGS FOR WEAR.
ANNUAL

2.45. TIGHTEN ALL CONTROLLER CONNECTIONS.


2.46. CHECK MOTORS AND GENERATOR FOR ARMATURE TO FIELD CLEARANCES.


2.47. TIGHTEN ALL MOTOR AND GENERATOR CONNECTIONS.


2.48. CHECK ELEVATOR COMPOUNDING.


2.49. TIGHTEN ALL SELECTOR ELECTRICAL CONNECTIONS.


2.50. CHECK ALL SELECTOR SLOW DOWN CONTACTS FOR SYMMETRY IN UP AND DOWN.


2.51. HAND SET GOVERNOR TO INSURE THAT GOVERNOR WEIGHTS WILL TRIP JAWS FIRMLY AROUND GOV.


2.52. CLEAN HOISTWAY OF ALL DUST AND GREASE.


2.53. CHECK DOOR UNLOCKING ROLLERS FOR PROPER CLEARANCE TO CAR VANE.


2.54. ANNUAL NO LOAD SLOW SPEED SAFETY TEST.


2.55. TEST CAR AND COUNTERWEIGHT OIL BUFFERS BY RUNNING CAR/COUNTERWEIGHT ON TO FULLY COMPRESS BUFFER.


2.56. BUFFER SHOULD RETURN WITHIN 180 SECONDS AFTER RELEASE OF CONTACT.


2.57. REPLACE CARPET/FLOORING MATERIAL





2.58. TAKE SAMPLE OF OIL FOR TESTING.
5-YEAR

2.59. CHECK WORK AND GEAR MESH.


2.60. SET MACHINE BRAKE FOR 125% RATED LOAD AND SEAL SETTING.


2.61. FIVE-YEAR SAFETY TEST WITH FULL LOAD AT RATED SPEED.
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